Performance Range

“ Flow rate up to 950 l/min. (57 m¥h)
“ Dynamic head up to 42 m.

Applications

“ For clean liquids without abrasives, which are
non - aggressive for the pump materials.
(Solids content up to 0.2 %)

Canals / River belt irrigation.

For water supply.

Fountains.

For fire fighting applications.

For civil and industrial applications.

For heating, cooling, air - conditioning and
circulation plants.

$9 5845

Special Features on Request

“# Other voltages.
# Available in 60Hz.

Motor

# 2 - pole submersible motor
50Hz (n = 2900 RPM)

# Single phase :
230V +5-15%

% Three phase :
400V +5-15 %

“ Protection IP 68

Operating Conditions

# Liquid temperature up to 35°.

% Ambient temperature up to 50°.

% Minimum submergence depth 0.5 mtr.
“ Continuous duty.

“ For Control Box (refer page no. 8)

Material

COMPONENTS MATERIAL
Pump Casing Grey Iron

Impeller Grey Iron / Bronze
Adaptor Grey Iron

Lower Bearing Housing Grey Iron

Stator Frame Stainless Steel
Shaft Stainless Steel
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NOTE : For Bronze impeller please add a subscript “B" to model no.
For Ex. : LHL-150 for Grey Iron impeller, LHL-150B for Bronze impeller.
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PERFORMANCE DATA AT n = 2900 RPM

— Lubi

MODEL POWER m/h 60 90 120 150 180 192
30 kW HP | I/min| 1000 1500 2000 2500 3000 3200
LHS20 | 75 | 100 20 18 15 115 7 5
LHS26 | 93 | 125 26 23 20 16 1 9
LHS-36 | 150 | 20.0 (:) 29 265 23 19 145 12
LHS-39 | 185 | 250 35 33 30.5 27 23 21
LHS42 | 220 | 300 42 40 37 33 28 26
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DIMENSIONS
DIMENSIONS mm GROSS
MODEL | DN1 | DN2 WEIGHT | VOLUME
A|l B | c| o |e|e|Frm|Fr|e| k m
tHs20 | 5 | s | 704 | 338 | 303 | 150 | 205 | 271 | 250 | 311 |@17.50| 1730 | 0210
LHs26 | 5 | s 338 | 412 | 150 | 205 | 320 | 250 | 365 |@17.50| 1770 | 029
tHs36 | 5 | s | 855 | 338 | 492 | 190 | 245 | 250 | 300 | 300 |@17.50| 2220 | 0201
tHs39 | 5 | 5 | 8ss | 338 | 402 | 100 | 245 | 250 | 300 | 300 |@17.50| 2200 | 0.201
tHs42 | 5 | s | 855 | 338 | 402 | 100 | 245 | 250 | 300 | 300 |@17.50| 2320 | 0.291
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PERFORMANCE DATA AT n = 2900 RPM

MODEL | POWER | m¥h| 60 90 105 120 135 150

30 kW | HP | I/min, 1000 1500 1750 2000 2250 2500
LHS-15 | 7.5 | 10.0 28 22 16 - - -
LHS-25 | 93 | 125 32 27 22 - - -
LHS-31 | 110 | 150 | H 38 32 28 24 e =
LHS-35 | 150 | 20.0 | (m) 425 37 33 28.5 24 -
LHS-38 | 185 | 25.0 48 42 38 34 29 -
LHS-41 | 220 | 30.0 58 54 50 47 42 35
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DIMENSIONS
MopbeL | DN1 | DN2 DIMENSIONS mm \?v';?::r VOLUME
A B c D E1 E2 F1 F2 26 kg. m?
LHS-15 4" 4" 763 287 383 150 205 271 250 217.50| 1420 0.210
LHS-25 4" 4" 813 287 383 150 205 320 250 ©217.50| 168.0 0.291
LHS-31 4" 4" 833 330 446 190 245 250 300 ©17.50| 209.0 0.291

LHS-35 4" 4" 833 330 446 190 245 250 300
LHS-38 4" 4" 833 330 446 190 245 250 300
LHS-41 4" 4" 833 330 441 190 245 250 300

©217.50| 236.0 0.291
©17.50| 234.0 0.291
@217.50| 2310 0.291
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PERFORMANCE DATA AT n = 2900 RPM

MODEL POWER | mh 30 45 60 75 90 96
390 kW | HP | I/min 500 750 1000 1250 1500 1600
LHS-14 75 10.0 H 38 34 30 24 18 -
LHS-29 11.0 | 15.0 (m) 48 45 41 36 30 28
LHS-34 15.0 | 20.0 61 58 54 48 41 39
LHS-40 22.0 | 30.0 76 74 70 65 60 57
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DIMENSIONS
DIMENSIONS GROSS
MODEL | DN1 | DN2 = WEIGHT | VOLUME
A B c D E1 E2 | F1 F2 | @6 kg m?
LHS-14 3 3 | 743 | 257 | 379 | 150 | 205 | 271 | 250 | 311 |@1750] 1290 | 0210
LHS-29 3 3 | 808 | 343 | 419 | 190 | 245 | 250 | 300 | 300 |@17.50| 2000 | 0291
LHS-34 3 3 | 808 | 343 | 441 | 190 | 245 | 250 | 300 | 300 |@17.50| 2220 | 0.291
LHS-40 3 3 | 807 | 343 | 451 | 190 | 245 | 250 | 300 | 300 |@17.50| 2230 | 0.291

Lubis
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PERFORMANCE DATA AT n = 2900 RPM

MODEL POWER m’/h 15 30 45 54 60
30 kW HP | I/min | 250 500 750 900 1000
LHS-13 75 10.0 50 45 35 28 .
LHS-21 9.3 12.5 H 54 49 39 32 .
LHS-28 1.0 | 15.0 (m) 60 55 48 42 38
LHS-33 15.0 | 20.0 74 70 63 58 54
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DIMENSIONS
DIMENSIONS GROSS
MODEL | DN1 | DN2 Lo WEIGHT | VOLUME

D E1 E2 | F1 F2 | @6 kg. m’

Cc
LHS-13 | 2-1/2" | 2-1/2"| 734 298 380 150 205 271 250 311 | ©17.50| 158.0 0.201
400

LHS-21 | 2-1/2"| 2-1/2"| 783 298 150 205 320 ©17.50| 173.0 0.291

LHS-28 | 2-1/2"|2-1/2"| 798 328 440 190 245 250 @17.50| 196.0 0.291
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LHS-33 | 2-1/2" | 2-1/2"| 797 328 440 190 245 250 217.50| 218.0 0.291
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[ Lubis

PERFORMANCE DATA AT n = 2900 RPM

MODEL POWER m’lh 15 30 45 54 60
30 kW HP I/min 250 500 750 900 1000
LHS-13AH 7.5 10.0 H 45 40 30 23 17
LHS-27 11.0 15.0 (m) 60 52 40 31 24
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DIMENSIONS
DIMENSIONS GROSS
MODEL | DN1 | DN2 — WEIGHT | VOLUME
A B c D E1 E2 F1 F2 | @G kg. m’
LHS-13AH | 2- 1/2* 2 734 298 380 150 205 271 250 311 | ©017.50 150.0 0.210
LHS-27 2-1/2" g 787 317 400 190 245 250 300 300 | @17.50 190.0 0.291
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Performance Range Motor

“ Flow rate up to 3200 I/min. (192 m*/h) % 2 - pole submersible motor
“ Dynamic head up to 76 mts. 50Hz (n = 2900 RPM)

Applications
“# For clean Ilqut.ds without abrasives, V'lhICh are Operating Conditions
non - aggressive for the pump materials.
(Solids content up to 0.2 %) # Liquid temperature up to 35°.
“ Canals / River belt irrigation. % Ambient temperature up to 50°.
*# For water supply. # Minimum submergence depth 0.5 mtr.
* Fountains. # Continuous duty.
“* For fire fighting applications.
“# For civil and industrial applications.
“ For heating, cooling, air - conditioning and Material
CAANafon panes: COMPONENTS MATERIAL
Pump Casing Grey Iron
Impeller Grey Iron / Bronze
Special Features on Request Adaptor Grey Iron
Lower Bearing Housing Grey Iron
% Other voltages. Stator Frame Grey Iron
“# Available in 60Hz. Shaft Carbon Steel
Diaphragm Rubber

NOTE : For Bronze impeller please add a subscript “B” to model no.
For Ex. : LHS-27 for Grey Iron impeller, LHS-27B for Bronze impeller.
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% Three phase :
400V +5-15%
# Protection IP 68
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